
 

 

L16S SPECIFICATIONS 
Version：V20200305 

Remark: 1. Power consumption tolerance: ±15%, according to the actual situation. 

2. The ambient humidity for storage in the specification refers to the unopened. 

3. The viewing angle here refers to the angle between sight line and normal line. 

4. Shenzhen LAMP Technology Co.,Ltd. reserves the right to modify specifications and parameters without 

prior notice. 

 

 

Parameter Value 

Physical 
Parameter 

Pixel Configuration SMD2727 

Pixel Pitch （mm） 16 

Pixel matrix per panel 80x60 

Pixel density（pixels/sq.m.） 3906 

Cabinet Dimensions (WxHxD)/（mm） 1280x960x103 

Module Dimensions (WxH)/（mm） 320x320 

Panel material Aluminum Profile 

Cabinet weight (kg/㎡) 29 

Module weight (kg/panel) 1.25 

Electronic 
Parameter 

Color Grayscale (Bit) 13-16 

Gray Scale per Color （level) 8192-65536 

Refresh Rate（Hz） 1920 

Driving Type Static 

Signal Transmission Distance （m） 
 CAT5/6 cable:＜100 m;  

Single mode fiber:＜10 km 

Optical 
Parameter 

Brightness（nits） 6000 

Optimal Horizontal Viewing Angle（°） 160 

Optimal Vertical Viewing Angle（°） 130 

Electrical 
Parameter 

AC Input Voltage（V） AC: 100V～240V 

AC Input Power Maximum Value（W/㎡） 660 

AC Input Power Typical Value（W/㎡） 220 

Circumstance 
Parameter 

Storage Temperature（℃） -40 -60 

Working Temperature (℃) -20 -50 

IP rating (Front/Rear) IP65/IP54 

Storage Humidity (RH) 10%~90% non-condensing 

Working Humidity (RH) 10%~90% non-condensing 

Installation Cabinet installation  Fix 


